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Heavy Duty Bench Vises 

 Unbreakable 

moveable jaws, 

stationary jaws and 

swivel base (*)

 Precision ground 

and induction 

hardened jaws and 

anvil

 4“, 5“, 6“ and 8“ 

sizes available

 360 degree swivel base 

standard, welded pipe jaws
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Heavy Duty Bench Vises 

BV-MPV5 (5 In)

 360 degree swivel base

 Jaw rotates 360 degrees

 Pipe and serrated jaws

 Built-in anvil

 Gray cast construction

BV-HD60 (6 In)

 360 degree swivel base

 Serrated jaws

 Built in anvil

 Gray cast construction

BV-HD40 (4 In)

 360 degree swivel base

 Serrated jaws

 Built in anvil

 Gray cast construction
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Vises

BV-HW45 (4.5 In)

 270 degree swivel base

 Serrated jaws

 Built-in anvil

 Gray cast construction

BV-DP40 (4 In)

 Serrated jaws

 Elongated holes for easy mounting 

 Gray cast construction

BV-C030 (3 In)

 Cast in pipe jaws

 Double steel guide bars

 Mounts to tables up to 1.5 In
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Vises

BV-WV65 (6.0 In)

 6 In jaws

 6 In opening 

 Gray cast construction

BV-VB (4 In)

 Lightweight, sturdy cast aluminum

 360 degree rotation for easy positioning

 Vacuum base attaches to smooth surfaces 

BV-NVJ (vise jaws)

 Designed to fit 3 In to 6 In ferrous jaws

 Magnetic backing

 Good for holding wood or soft metals 

S-10 (mini-vise)

 Light duty, portable vise 

 Double guide bars

 Good for holding wood or soft metals

 Can be mounted to a table use BESSEY TK-6*

*TK-6 sold separately
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Thank you for your attention!

BESSEY® Tools North America


